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PC300LC-7/
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Excavator
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PC350-6/PC350LC-7slewing Ring,

PC300LC-6/

Service Get Your Free, Instant price, design review.
Inventory 0.0

Manufacturer Name CONSOLIDATED BEARING

Minimum Buy Quantity N/A

Weight 3.23

EAN 0644075113861

Product Group B00152

Mounting Method Shaft

Enclosure Open

Rolling Element

Ball Bearing

Cage Material

Steel

Precision Class

ABEC 1 | ISO PO

Internal Clearance

C3-Loose

Number of Rows of Balls

Double Row

Other Features

Allowable Misalignment 4 Deg

Long Description

65MM Bore; Shaft Mount; 140MM
OQutside Diameter; 48MM Inner Race
Width; 48MM Outer Race Width; Open;

Inch — Metric

Metric

UNSPSC

31171532



https://industrial-bearing.com/product/excavator-komatsu-pc300lc-6-pc300lc-7-pc350-6-pc350lc-7slewing-ring-swing-circle-2/
https://industrial-bearing.com/product/excavator-komatsu-pc300lc-6-pc300lc-7-pc350-6-pc350lc-7slewing-ring-swing-circle-2/
https://industrial-bearing.com/product/excavator-komatsu-pc300lc-6-pc300lc-7-pc350-6-pc350lc-7slewing-ring-swing-circle-2/
https://industrial-bearing.com/product/excavator-komatsu-pc300lc-6-pc300lc-7-pc350-6-pc350lc-7slewing-ring-swing-circle-2/

Harmonized Tariff Code |8482.10.50.68

Noun Bearing

Keyword String Self Aligning

Manufacturer Item Number|2313 C/3

Weight / LBS 7.121

d 2.559 Inch | 65 Millimeter
Inner Race Width 1.89 Inch | 48 Millimeter
Outer Race Width 1.89 Inch | 48 Millimeter

D 5.512 Inch | 140 Millimeter




