
FAG  32944-N11CA-A420-470
tapered roller bearings
FAG 32944-N11CA-A420-470 tapered roller bearings with 23156
Bearing (basic designation) easy-to-use parts graphics, giving
you the ability to check parts availability, pricing, examine
remanufactured options.

Bearing (basic designation) 23156

Lock nut HM 56 T

Lock washer MB 56

Locating ring 2 x FRB 10/460

da 280 mm

db 300 mm

d2 438 mm

Ca 166 mm

Da 460 mm

A 320 mm

A1 280 mm

ATS 330 mm

ATK 425 mm

H 551 mm

H1 280 mm

H2 105 mm

J 670 mm

J1 160 mm

L 790 mm

N 50 mm

N1 42 mm
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s 16 mm

ba min. 119 mm

ba max. 149 mm

bb 114 mm

bc 154.5 mm

J6 740 mm

N4 max. 20 mm

Labyrinth seal 2 x TS 64

Taconite seal 2 x TK 64

End cover ETS 64

P0° 4000 kN

P55° 5000 kN

P90° 2400 kN

P120° 1800 kN

P150° 1600 kN

P180° 2000 kN

Pa 1300 kN

Q120° 2860 kN

Q150° 1650 kN

Q180° 1430 kN

Mass housing 252 kg

Cap bolt, size M 30×200

Cap bolt, rec. tightening torque 400 N·m

Appropriate attachment bolt, size G 36 mm

Appropriate attachment bolt, rec. tightening
torque

2280 N·m

Eye bolt, size 2 x M 24

Initial grease fill, 20% 2.9 kg

Initial grease fill, 40% 4.4 kg


