## IKO NATA 5903 <br> complex

## bearings

QuestionIKO NATA 5903 complex bearings ? Find what you need faster by entering your 2.6875 in d Powder Coat finish/coating: information.

| d | 2.6875 in |
| :--- | :--- |
| finish/coating: | Powder Coat |
| overall length: | 13.0000 in |
| B | 4.7400 in |
| overall height: | 6.8400 in |
| seal type: | Labyrnith non-contacting, non- <br> purging seal with DuPont ${ }^{\text {m }}$ <br> Teflon® |
| mounting: | Two-Bolt Base |
| radial dynamic load capacity: | 49900 lbs |
| bearing type: | Spherical Roller |
| radial static load capacity: | 54100 lbs |
| bore type: | Round |
| base height: | 1.3800 in |
| housing construction: | Solid Pillow Block |
| lubrication type: | Lubrication Fitting |
| base to bore centerline: | 3.5000 in |
| end type: | Open |
| duty type: | Heavy Duty |
| bolt size: | 0.8750 in |
| housing material: | Cast Steel |
| series: | QAAPXT |


| locking device: | Double Concentric Collar |
| :--- | :--- |
| Weight | 28 lbs |
| bearing material: | Bearing Steel |
| manufacturer product page: | Click here |
| D | 9.7500 in |
| manufacturer catalog: | Click here |
| base width: | 2.9800 in |
| manufacturer upc number: | 883450952118 |
| expansion type: | Non-Expansion Bearing (Fixed) |

