
INA  NN3028-AS-K-M-SP
cylindrical roller bearings
INA NN3028-AS-K-M-SP cylindrical roller bearings manufacturer
and global supplier EJ Cage Type of reliable ball and roller …
INA  NN3028-AS-K-M-SP  cylindrical  roller  bearings  Industries
Products Manufacturing & Engineering and Agricultural Bearings
designed  to  meet  the  unique  requirements  of  our  targeted
METRIC Design Unit industries.

Design Unit METRIC

Bearing Weight 1.7 Kg

Cage Type EJ

UPC Code 087796023284

Cage Material Steel

Superseded Part 22215CJW33C3

d 75 mm

D 130 mm

B – Inner Ring Width 31 mm

B – Outer Ring Width 31 mm

R – Inner Ring To Clear Radius1 1.5 mm

r – Outer Ring To Clear Radius2 1.5 mm

da – Inner Ring Backing Diameter 88.000 mm

Da – Outer Ring Backing Diameter 120.000 mm

C0 – Static Radial Rating 240000 N

C1(2) – Dynamic Radial Rating (Two-Rows) 222000 N

e – ISO Factor3 0.22

Y0 – ISO Factor4 3.14

Y1 – ISO Factor5 4.67

Y2 – ISO Factor6 3.07
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Reference Thermal Speed Rating (Grease) 3700

Reference Thermal Speed Rating (Oil)7 4600

Cg – Geometry Factor8 0.0547


