INA PASE30-N-FAl125 bearing

units

offers a INA PASE30-N-FA125 bearing units selection of Genuine

at Wholesale Prices.

We 36.513x65.888%x15.875 Size (mm) are a

INA PASE30-N-FA125 bearing units Certified Parts Retailer

Size (mm) 36.513x65.888x15.875

Bore Diameter (mm) 36,513

Quter Diameter (mm) 65,888

Width (mm) 15,875

d 36,513 mm

D 65,888 mm

T 15,875 mm

D1 37,313 mm

m 219 g / Weight

Ca 19390 N / Dynamic load rating
(axial)

COa 42300 N / Static load rating (axial)

Inventory 0.0

Manufacturer Name

SCHAEFFLER GROUP

Minimum Buy Quantity N/A

Weight / Kilogram 0.219

EAN 4012802041644
Product Group BOO308

Rolling Element

Ball Bearing

Thrust Bearing

Yes

Single or Double
Direction

Single Direction



https://industrial-bearing.com/product/ina-pase30-n-fa125-bearing-units/
https://industrial-bearing.com/product/ina-pase30-n-fa125-bearing-units/

Banded

No

Cage Material

Steel

Precision Class

ABEC 1 | ISO PO

Component Description

Roller Assembly Plus Raceways

Other Features

Single Row

Long Description

1-7/16" Bore 1; 1-15/32" Bore 2;
2-15/32" Qutside Diameter; 5/8"
Height; Ball Be

Inch — Metric

Inch

UNSPSC

31171552

Harmonized Tariff Code

8482.10.50.08

Noun Bearing
Keyword String Ball Thrust
Weight / LBS 0.413

Height

0.625 Inch | 15.875 Millimeter

Bore 1

1.438 Inch | 36.525 Millimeter

Outside Diameter

2.469 Inch | 62.713 Millimeter

Bore 2

1.469 Inch | 37.313 Millimeter

Overall Height with
Aligning Washer

O Inch | 0 Millimeter




