
ISO HM88542/12 tapered roller
bearings
ISO  HM88542/12  tapered  roller  bearings  TIMKEN  Manufacturer
Name with easy-to-use parts graphics, giving you the ability
0.0  Inventory  to  N/A  Minimum  Buy  Quantity  check  parts
availability,  pricing,  examine  remanufactured  options.

Inventory 0.0

Manufacturer Name TIMKEN

Minimum Buy Quantity N/A

Weight 0.692

EAN 0053893162010

Product Group B04334

Precision Class Standard

Component Assembly

Basic Number NA03063

Assembly Number 90014

Assembly Components
NA03063-SW (2) | K24429 (1) | K24430
(2)

Number of Tapered Rows Double Row

Inch – Metric Inch

Other Features
2 Single Cone | 1 Double Cup | Non-
Adjustable Bearing | With Keyway or
Slot

Long Description
Assembly; Standard Precision;
Components NA03063-SW (2) | K24429
(1) | K24430 (2); 5/8" Bore; 2

UNSPSC 31171516

Harmonized Tariff Code 8482.20.00.00
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Noun Bearing

Keyword String Tapered

Manufacturer Item Number NA03063SW-90014

Weight / LBS 1.524

d 0.625 Inch | 15.875 Millimeter

Assembly Width 1.438 Inch | 36.525 Millimeter

D 2 Inch | 50.8 Millimeter

Flange Outside Diameter 0 Inch | 0 Millimeter


