
NKE  NJ2311-E-TVP3+HJ2311-E
cylindrical roller bearings
Shop  NKE  NJ2311-E-TVP3+HJ2311-E  cylindrical  roller  bearings
huge 35,000 Bore Diameter (mm) online discount inventory. and
Import machinery parts your car needs 72,000 Outer Diameter
(mm) with Free 35x72x52 Size (mm) Shipping and Free Extended
Warranty.

Size (mm) 35x72x52

Bore Diameter (mm) 35,000

Outer Diameter (mm) 72,000

Width (mm) 52

d 35,000 mm

D 72,000 mm

B 52 mm

C 17 mm

d1 47.7 mm

D1 60.8 mm

rs min 1.1 mm

e 0.22

Y1 2.81

Y2 4.34

Y0 2.94

Radial clearance class CN

Precision class P0

Mass 0.55 kg

Dynamic load, C 15.8 kN

Static load, C0 5.1 kN

https://industrial-bearing.com/product/nke-nj2311-e-tvp3hj2311-e-cylindrical-roller-bearings/
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Nref 9,600 rpm

Nlim 11,000 rpm

Min operating temperature, Tmin -20 °C

Max operating temperature, Tmax 120 °C

Characteristic cage frequency, FTF 0.43 Hz

Characteristic rolling element frequency, BSF 6.5 Hz

Characteristic outer ring frequency, BPF0 6.81 Hz

Characteristic inner ring frequency, BPFI 9.19 Hz

da min 41.5 mm

Da max 65.5 mm

ra max 1 mm


