
NKE  NU1064-MA6+HJ1064
cylindrical roller bearings
How do I place an EMERGENCY order for a NKE NU1064-MA6+HJ1064
cylindrical  roller  bearings  that  I  want  to  pick  25  Bore
Diameter (mm) up at a our store?

Bore Diameter (mm) 25

Outer Diameter (mm) 30

Fw 25 mm

Ew 30 mm

Bc 20 mm

Weight 0,018 Kg

Basic dynamic load rating (C) 21,7 kN

Basic static load rating (C0) 36,5 kN

Fatigue load limit (Pu) 4,85

Reference speed 9 500 r/min

Inventory 0.0

Manufacturer Name SCHAEFFLER GROUP

Minimum Buy Quantity N/A

Weight / Kilogram 0.023

EAN 4012802370584

Product Group B04144

Rolling Element Needle Roller Bearing

Component Roller Assembly Only

Enclosure Not Applicable

Self Aligning No

Retainer Yes

Number of Rows of Rollers Single Row

https://industrial-bearing.com/product/nke-nu1064-ma6hj1064-cylindrical-roller-bearings/
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Separable No

Closed End Not Applicable

Inch – Metric Metric

Thrust Bearing No

Long Description

25MM Bore; 30MM Outside
Diameter; 20MM Width; Needle
Roller Bearing; Roller Assembly
Only; No Self A

Other Features Steel Cage

UNSPSC 31171512

Harmonized Tariff Code 8482.40.00.00

Noun Bearing

Keyword String Needle

Manufacturer Item Number K25X30X20B

Weight / LBS 0.04

Outside Diameter 1.181 Inch | 30 Millimeter

Width 0.787 Inch | 20 Millimeter

Bore 0.984 Inch | 25 Millimeter


