
NKE RASE35-N bearing units
How do I place an EMERGENCY 88.9×34.925×22.225 Size (mm) order
for a NKE RASE35-N bearing units that I want to pick up at a
our store?

Size (mm) 88.9×34.925×22.225

Bore Diameter (mm) 88,9

Outer Diameter (mm) 34,925

Width (mm) 22,225

d 34.925 mm

D 88.9 mm

B 22.225 mm

d1 56.11 mm

D1 73.75 mm

r1,2 – min. 2.4 mm

da – min. 49 mm

Da – max. 81 mm

ra – max. 2.4 mm

Basic dynamic load rating – C 41 kN

Basic static load rating – C0 24 kN

Fatigue load limit – Pu 1 kN

Reference speed 17000 r/min

Limiting speed 15000 r/min

Calculation factor – kr 0.03

Calculation factor – f0 13.2

Inventory 0.0

Manufacturer Name SKF

Minimum Buy Quantity N/A

https://industrial-bearing.com/product/nke-rase35-n-bearing-units/


Weight / Kilogram 0

Product Group B00308

bore diameter: 1.3750 in

static load capacity: 24 kN

outside diameter: 3.5000 in

precision rating: Not Rated

overall width: 0.8750 in

finish/coating: Uncoated

bore type: Round

cage material: Steel

closure type: Open

outer ring width: 22.225 mm

row type & fill slot: Single Row Non-Fill Slot

fillet radius: 2 mm

internal clearance: C0

maximum rpm: 11000 RPM

dynamic load capacity: 41 kN

series: RMS

d1 ≈ 56.11 mm

D1 ≈ 73.75 mm

r1,2 min. 2.4 mm

da min. 49 mm

Da max. 81 mm

ra max. 2.4 mm

Basic dynamic load rating C 41 kN

Basic static load rating C0 24 kN

Fatigue load limit Pu 1.02 kN

Calculation factor kr 0.03

Calculation factor f0 13.2



Mass bearing 0.64 kg


