
NMJ3.3/4  RHP
95.25×209.55×44.45mm (Grease)
Lubrication Speed 1700 r/min
Self aligning ball bearings

Bearing number NMJ3.3/4

Size (mm) 95.25×209.55×44.45

Brand RHP

Bore Diameter (mm) 95.25

Outer Diameter (mm) 209.55

Width (mm) 44.45

d 95.25 mm

D 209.55 mm

B 44.45 mm

C 44.45 mm

Weight 7.94 Kg

Basic dynamic load rating (C) 135 kN

Basic static load rating (C0) 50.7 kN

(Grease) Lubrication Speed 1700 r/min

https://industrial-bearing.com/product/nmj3-3-4-rhp-95-25x209-55x44-45mm-grease-lubrication-speed-1700-r-min-self-aligning-ball-bearings/
https://industrial-bearing.com/product/nmj3-3-4-rhp-95-25x209-55x44-45mm-grease-lubrication-speed-1700-r-min-self-aligning-ball-bearings/
https://industrial-bearing.com/product/nmj3-3-4-rhp-95-25x209-55x44-45mm-grease-lubrication-speed-1700-r-min-self-aligning-ball-bearings/
https://industrial-bearing.com/product/nmj3-3-4-rhp-95-25x209-55x44-45mm-grease-lubrication-speed-1700-r-min-self-aligning-ball-bearings/

