NSK

42376/42587

roller bearings

100% Authentic.

tapered roller bearings 0.0 Inventory Highest Quality.
Manufacturer Name Certified Supplier.

tapered

N/A Minimum Buy Quantity NSK 42376/42587

SKF

Inventory 0.0
Manufacturer Name SKF

Minimum Buy Quantity N/A

Weight 54.613

EAN 7316572878231
Product Group BOO308
Enclosure Open

Flush Ground No

Rolling Element

Ball Bearing

Number of Rows of Balls Single Row
Precision Class ABEC 1 | ISO PO
Maximum Capacity / Filling Slot |No

Snap Ring No

Cage Material Brass

Contact Angle

35 Degree | 4 Point

Internal Clearance CO-Medium
Number of Bearings 1 (Single)
Inch — Metric Metric

Long Description

190MM Bore; 400MM Outside
Diameter; 78MM Width; Open;
No Flush Ground; Ball
Bearing; Single Row of B



https://industrial-bearing.com/product/nsk-42376-42587-tapered-roller-bearings/
https://industrial-bearing.com/product/nsk-42376-42587-tapered-roller-bearings/

Other Features

Split Inner Race | Outer Ring
Centred | Two Locating Slots

UNSPSC

31171531

Harmonized Tariff Code

8482.10.50.28

Noun

Bearing

Keyword String

Angular Contact

Manufacturer Item Number QJ 338 N2MA
Weight / LBS 108.02638
d 190 mm

D 400 mm

B 78 mm

dl = 263 mm

D1 = 326 mm

a 207 mm

h 12.7 mm

b 10.5 mm
ro 2 mm

rl,2 min. 5 mm

da min. 210 mm

Da max. 380 mm

ra max. 4 mm
Basic dynamic load rating C 702 kN
Basic static load rating CO 1160 kN
Fatigue load limit Pu 28.5 kN
Limiting speed 2800 r/min
Calculation factor A 4.45
Calculation factor e 0.95
Calculation factor X 0.6
Calculation factor YO 0.58




Calculation factor Y1 0.66
Calculation factor Y2 1.07
Mass bearing 49 kg




