
NSK  HR180KBE52X+L  tapered
roller bearings
With over 10170 full-service stores, our Split Cylindrical
Retained Type Bearing Type NSK HR180KBE52X+L tapered roller
bearings  inventory  is  extensive  and  our  parts  are  priced
right.  within  24  hours.  This  helps  you  maximize  your
productivity by saving time and 5.5 in Shaft Size your hard-
earned dollars.

Shaft Size 5.5 in

Seal Type Felt Seal

Bearing Type Split Cylindrical Retained Type

Support Type Take-Up

Series Type Light Series

Tensioning Unit Type Push Type

Bearing – Housing – Seal LSE508BRH

Bearing UPC 013992027283

Dimension B 10.5 in

Dimension N 17.2 in

Dimension D 15.7 in

Dimension V 7.7 in

Dimension P 1.0 in

Dimension H 2.1 in

Dimension S 3.0 in

Dimension U 0.3 in

Dimension Y 0.9 in

Cr – Dynamic Load Rating 94869 lbf

Cor – Static Load Rating 131513 lbf

Ca – Axial Load Rating 5799.99 lbf

https://industrial-bearing.com/product/nsk-hr180kbe52xl-tapered-roller-bearings/
https://industrial-bearing.com/product/nsk-hr180kbe52xl-tapered-roller-bearings/


Maximum Speed 1570 rpm

Note
This product line was formerly known
as “Revolvo”


