
NTN  CRI-2855  tapered  roller
bearings
The online NTN CRI-2855 tapered roller bearings parts store
gives 127×184.15×41.28 Size (mm) 184,15 Outer Diameter (mm)
you immediate access to a selection of more than 1.4 million
new, used, remanufactured.

Size (mm) 127×184.15×41.28

Bore Diameter (mm) 127

Outer Diameter (mm) 184,15

Width (mm) 41,28

d 127 mm

D 184,15 mm

T 41,28 mm

D1 127,787 mm

Weight 3,442 Kg

Basic dynamic load rating
(C)

149 kN

Basic static load rating
(C0)

445 kN

Inventory 0.0

Manufacturer Name SCHAEFFLER GROUP

Minimum Buy Quantity N/A

Weight / Kilogram 3.942

EAN 0035373013647

Product Group B00308

Rolling Element Ball Bearing

Thrust Bearing Yes

Single or Double Direction Single Direction

https://industrial-bearing.com/product/ntn-cri-2855-tapered-roller-bearings/
https://industrial-bearing.com/product/ntn-cri-2855-tapered-roller-bearings/


Banded No

Cage Material Steel

Precision Class ABEC 1 | ISO P0

Component Description Roller Assembly Plus Raceways

Other Features Single Row

Long Description
5" Bore 1; 5-1/32" Bore 2;
7-1/4" Outside Diameter; 1-5/8"
Height; Ball Bearing;

Inch – Metric Inch

UNSPSC 31171552

Harmonized Tariff Code 8482.10.50.08

Noun Bearing

Keyword String Ball Thrust

Weight / LBS 7.59

Height 1.625 Inch | 41.275 Millimeter

Bore 1 5 Inch | 127 Millimeter

Outside Diameter 7.25 Inch | 184.15 Millimeter

Overall Height with Aligning
Washer

0 Inch | 0 Millimeter

Bore 2 5.031 Inch | 127.787 Millimeter


