
SIGMA  GAZ  300  SA  plain
bearings
The online SIGMA GAZ 300 SA plain bearings parts store gives
you immediate access to a selection of more than 1.4 million
new, used, 19.050 Bore Diameter (mm) remanufactured.

Bore Diameter (mm) 19.050

Outer Diameter (mm) 25.400

Fw 19.050 mm

Ew 25.400 mm

Bc 25.40 mm

Weight 0.023 Kg

Basic dynamic load rating (C) 26.8 kN

Basic static load rating (C0) 37.2 kN

(Grease) Lubrication Speed 16000 r/min

Inventory 0.0

Manufacturer Name KOYO

Minimum Buy Quantity N/A

Weight / Kilogram 0.023

EAN 0060579021905

Product Group B04144

Rolling Element Needle Roller Bearing

Component Roller Assembly Only

Enclosure Not Applicable

Self Aligning No

Retainer Yes

Number of Rows of Rollers Single Row

Separable No

https://industrial-bearing.com/product/sigma-gaz-300-sa-plain-bearings/
https://industrial-bearing.com/product/sigma-gaz-300-sa-plain-bearings/


Closed End Not Applicable

Inch – Metric Inch

Thrust Bearing No

Long Description
3/4" Bore; 1" Outside Diameter;
1" Width; Needle Roller
Bearing; Roller Assembly Only

Other Features Radial Roller | Steel Cage

UNSPSC 31171512

Harmonized Tariff Code 8482.40.00.00

Noun Bearing

Keyword String Needle

Manufacturer Item Number WJ-121616

Weight / LBS 0.051

Width 1 Inch | 25.4 Millimeter

Outside Diameter 1 Inch | 25.4 Millimeter

Bore 0.75 Inch | 19.05 Millimeter

Bearing No. WJ-121616

Cr 26.8

C0r 37.2

Cu 5.80

Grease lub. 16000

Oil lub. 24000

Shaft dia.(h5)(max.) 19.050

Shaft dia.(h5)(min.) 19.040

Housing bore dia(G6)(max.) 25.420

Housing bore dia(G6)(min.) 25.408

(Refer.)Mass(kg) 0.023


