
Timken  18685/18620  tapered
roller bearings
are a few brands 45 Bore Diameter (mm) you will find in our
inventory. Find Timken 18685/18620 tapered roller bearings to
see what’s in stock! 45x85x19 Size (mm)

Size (mm) 45x85x19

Bore Diameter (mm) 45

Outer Diameter (mm) 85

Width (mm) 19

d 45 mm

Fw 54,5 mm

D 85 mm

B 19 mm

C 19 mm

r min. 1,1 mm

r1 min. 1,1 mm

J 58,9 mm

Weight 0,495 Kg

Basic dynamic load rating (C) 63 kN

Basic static load rating (C0) 66,5 kN

(Grease) Lubrication Speed 7 600 r/min

Inventory 0.0

Manufacturer Name NTN

Minimum Buy Quantity N/A

Weight / Kilogram 0.541

EAN 4547359490466

Product Group B04144

https://industrial-bearing.com/product/timken-18685-18620-tapered-roller-bearings/
https://industrial-bearing.com/product/timken-18685-18620-tapered-roller-bearings/


Bore Profile Straight

Cage Material Steel

Precision Class RBEC 1 | ISO P0

Number of Rows of Rollers Single Row

Separable Inner Ring – One Side

Rolling Element Cylindrical Roller Bearing

Profile
Complete with Outer and Inner
Ring

Snap Ring No

Internal Clearance C0NA

Retainer Yes

Relubricatable Yes

Inch – Metric Metric

Other Features

High Capacity | 1 Rib Inner
Ring | 2 Rib Outer Ring | Cage
On Outer Ring ID | Case
Carburized Rings

Long Description

45MM Bore; Straight Bore
Profile; 85MM Outside Diameter;
19MM Width; Steel Cage
Matetrial; RBEC 1 |

UNSPSC 31171547

Harmonized Tariff Code 8482.50.00.00

Noun Bearing

Manufacturer Item Number NJ209E

Weight / LBS 0.933

Bore 1.772 Inch | 45 Millimeter

Outside Diameter 3.346 Inch | 85 Millimeter

Width 0.748 Inch | 19 Millimeter


