
Timken  558-S/552D+X1S-558-S
tapered roller bearings
Our highly-skilled and factory-trained service experts have
the resources to help you with all 170 mm d your Timken 558-
S/552D+X1S-558-S  tapered  roller  bearings  needs  –  including
routine maintenance, major repairs, warranty service, 28.0000
in overall length: and equipment inspections.

d 170 mm

expansion type: Non-Expansion Bearing (Fixed)

overall length: 28.0000 in

finish/coating: Powder Coat

overall height: 15.3800 in

B 8.8300 in

mounting: Four-Bolt Base

seal type:
Triple-lip contacting, self-
purging nitrile rubber seal

bearing type: Spherical Roller

radial dynamic load capacity: 373000 lbs

bore type: Round

radial static load capacity: 494000 lbs

housing construction: Solid Pillow Block

base height: 2.5000 in

base to bore centerline: 7.5000 in

lubrication type: Lubrication Fitting

duty type: Heavy Duty

end type: Open

housing material: Cast Steel

bolt size: 1.0000 in
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locking device: Eccentric Collar

series: QMPH

bearing material: Bearing Steel

Weight 375 lbs

D 22.2550 in

manufacturer catalog: Click here

base width: 7.5000 in

manufacturer upc number: 883450356596


