Timken

H715340/H715311

tapered roller bearings

Offer High Quality Brand Timken H715340/H715311 tapered roller

bearings .Contact Us Online 50.8x84.94x22.22 Size (mm) to Get

Best Quote.

Size (mm) 50.8x84.94x22.22

Bore Diameter (mm) 50,8

Outer Diameter (mm) 84,94

Width (mm) 22,22

d 50,8 mm

D 84,94 mm

T 22,22 mm

D1 2,031 inch

m 0,461 kg / Weight

Ca 59690 N / Dynamic load rating
(axial)

Coa 145900 N / Static load rating
(axial)

Inventory 0.0

Manufacturer Name SCHAEFFLER GROUP

Minimum Buy Quantity N/A

Weight / Kilogram 0.46

EAN 4012802032963

Product Group BOO308

Rolling Element

Ball Bearing

Thrust Bearing

Yes

Single or Double
Direction

Single Direction



https://industrial-bearing.com/product/timken-h715340-h715311-tapered-roller-bearings/
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Banded

Yes

Precision Class

ABEC 1 | ISO PO

Component Description

Roller Assembly Plus Raceways

Other Features

Single Row | Deep Groove | Medium
Cross Section | Grooved Race | Non
Separable | Full Complement | S

Long Description

2" Bore 1; 2-1/32" Bore 2; 3-11/32"
OQutside Diameter; 7/8" Height; Ball
Bearing;

Inch — Metric Inch

UNSPSC 31171507
Harmonized Tariff Code 8482.10.50.08
Noun Bearing
Keyword String Ball Thrust
Manufacturer Item Number |[B25

Weight / LBS 1.017

Bore 2

2.031 Inch | 51.587 Millimeter

Overall Height with
Aligning Washer

© Inch | O Millimeter

Outside Diameter

3.344 Inch | 84.938 Millimeter

Height

0.875 Inch | 22.225 Millimeter

Bore 1

2 Inch | 50.8 Millimeter




