
Timken  JP10049/JP10010
tapered roller bearings
Timken JP10049/JP10010 tapered roller bearings with easy-to-
use parts graphics, giving you the 0.0 Inventory ability to
check  parts  availability,  pricing,  examine  remanufactured
options.

Inventory 0.0

Manufacturer Name CONSOLIDATED BEARING

Minimum Buy Quantity N/A

Weight 0.082

EAN 0644075005272

Product Group B00308

Rolling Element Ball Bearing

Thrust Bearing Yes

Single or Double Direction Single Direction

Banded Yes

Precision Class ABEC 1 | ISO P0

Component Description Roller Assembly Plus Raceways

Other Features Single Row | Full Complement

Long Description
11/16" Bore 1; 23/32" Bore 2;
1-11/32" Outside Diameter; 9/16"
Height; Ball Bear

Inch – Metric Inch

UNSPSC 31171507

Harmonized Tariff Code 8482.10.50.08

Noun Bearing

Keyword String Ball Thrust

Manufacturer Item Number D-4
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Weight / LBS 0.18

Height 0.563 Inch | 14.3 Millimeter

Bore 2 0.719 Inch | 18.263 Millimeter

D 1.344 Inch | 34.138 Millimeter

Bore 1 0.688 Inch | 17.475 Millimeter

Overall Height with Aligning
Washer

0 Inch | 0 Millimeter


